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EXISTING TYPICAL SECTION
STA. 170+22 TO STA. 174+00
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PROPOSED TYPICAL SECTION

STA. 170+22 TO STA. 174400
PROPOSED TYPICAL SECTION

STA. 126400 TO STA. 140+00

LEGEND. LEGEND NOTE:

“THE UNIT WEIGHT USED TO CALCULATE
EXISTING CONCRETE PAVEMENT, 10" EXISTING CONCRETE MEDIAN MIXTURE REQUIREMENTS ALL HOT-MIX ASPHALT SURFACE' MIXTURE

QUANTITIES IS 112 LBS/SQ.YD./IN”

EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B-6.24 PROPOSED P.C.C. HMA SURFACE REMOVAL, 2/t (MEDIAN SURFACE OF M-2.12)

MIXTURE USE AC/PG DESIGN AIR VOIDS REMARKS %% FOR STABILIZATION AT TRAFFIC BARRIER TERMINAL
EXISTING COMBINATION CONCRETE CURB & GUTTER, TYPE B-9.12 PROPOSED P.C.C. SURFACE REMOVAL (VARIABLE DEPTH) 0“ - 1 1/2 " TYPE 1 (SPECIAL). SEE DIST. DETAILS.

POLYMERIZED, “ s
EXISTING CONCRETE MEDIAN SURFACE, 4 ROPOSED MEDIAN REMOVAL (PARTIAL DEPTH) HOT-MIX ASPHALT SBS/SER ’ il o %ﬁffg%g%’cs;g;,”ﬁw ASPHALT BINDER

- 47 © 90 GYR. IL-9.5MM

SURFACE COURSE, PG 70-22
EXISTING SAND FILL PROPOSED HMA SURFACE REMOVAL, 2 1/2" ) MIX “F“, N3O
EXISTING STABILIZED SUB-BASE, 4" PROPOSED CURB CUT, 2% : LEVELING BINDER
EXISTING HMA SURFACE REMAINING AFTER MILLING, 1/2 “ PROPOSED POLYMERIZED LEVELING BINDER, (MACHINE METHOD), IL-4.75, NSO, 3/4” it tises SBE/SER.FG 762822 @ 50 o1k

g - g P LTS RRO. 1L-4.15, NS0 REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION

NAME

EXISTING P.C.. CONCRETE MEDIAN, TYPE M-2.12 PROPOSED POLYMERIZED HMA SURFACE COURSE, MIX. F, NSO, 1 3/4”

HOT-MIX ASHALT REPLACEMENT " , HMA, i
PROPOSED POLYMERIZED HMA SURFACE COURSE, MIX. F, N9O, (VARIABLE DEPTH) 2 1/2 ” - 1 3/4 .| OVER PATCHES PG 64-22 4% @ 70 GYR, BINDER IL-19MM IL. RT. 43 (HARLEM AVE.)

EXISTING & PROPOSED
TYPICAL SECTIONS
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EXISTING STABILIZED MEDIAN SURFACE, 12”

N e : HMA,
CLASS "D’ PATCHES PG 64-22/58-22 47 © 70 GYR. BINDER IL-19MM

HOT MIX ASPHALT SHOULDERS, 6 » *% VERT.

HOT-MIX ASPHALT " R SCALE: NONE DRAWN BY
SHOULDERS, 6" PG 64-22 4% e 70 GYR. BINDER IL-19MM HORIZ.
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